HIKVISION.

DS-2CD3143G0-I(S)
4 MP IR Fixed Dome Network Camera

BLC/3D DNR/ROI/HLC

IP67, IK10

Built-in micro SD/SDHC/SDXC card slot, up to 128 GE
3-Axis adjustment

1/3" Progressive Scan CMOS

2688 x 1520@30fps

e 2.8/4/6 mm fixed lens

e Color: 0.01 Lux @ (F1.2, AGC ON), 0Lok8@ (F1.6,
AGC ON), 0 Lux with IR

e H.265, H.265+, H.264, H.264+

e Three streams

e 120dB WDR

www.hikvision.com
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Specifications

Camera

Image Sensor

Min. Hlumination
Shutter Speed

Slow Shutter

Day & Night

Digital Noise Reduction
WDR

Angle Adjustment

Lens

Focal length
Aperture
Focus

FOV

Lens Mount

IR
IR Range
Wavelength

Compression Standard

Video Compression

H.264 Type
H.264+

H.265 Type
H.265+

Video Bit Rate

Smart Feature-Set

Smar t Event

Basic Event

Face Detection

1/3" Progressive Scan CMOS

Color: 0.01 Lux @ (F1.2, AGC ON), 0.018 Lux @ (F1.6, AGC ON), 0 Lux with IR
1/3 s to 1/100,000 s

Yes

IR Cut Filter

3D DNR

120dB

Pan: 0°to 355¢, tilt: 0°to 75° rotate: 0°to 355°

2.8/4/6/8 mm

F1.6

Fixed

2.8 mm, horizontal FOV: 103°, vertical FOV: 58° diagonal FOV: 123°
4 mm, horizontal FOV: 83° vertical FOV: 45°, diagonal FOV: 99°

6 mm, horizontal FOV: 51° vertical FOV: 29° diagonal FOV: 58°
M12

Upto40 m
850 nm

Main stream: H.265/H.264
Substream: H.265/H.264/MJPEG

Third stream: H.265/H.264/MJPEG
Main Profile/High Profile

Main stream supports
Main Profile

Main stream supports
256 Kbps to 16 Mbps

Line crossing detection, up to 1 1lin
I ntrusion detection, up to 1 region
Unattended baggage detection, up to
Object removal detection, up to 1 re
Face detection: detects faces

Scemleange detection
detection,

conflict,

Mot i on video tampering al

address i1l egal |l ogin, HDD

Yes



Linkage Method

Region of

Image

Max. Resolution

Main Stream

Substream

Third Stream

Image Enhancement

Image Settings

HIKVISION

Trigger recording: memorevacocdr-pgocard wi
Trigger captured pictures uploading:
Trigger notificatio), HEmMR,i Il SAPI , al

5 fixed region fetrmamn stream and s

2688 x 1520

50Hz:25fps (2688 x 1520, 2560 x 1440, 2304 x 1296, 1920 % 1280 x 72
60Hz: 30fps (2688 x 1520, 2560 x 1440, 2304 x 1296, 1920 x1P@BOx 72D
50Hz: 25fps (640 x 480, 640 x 360, 320 x 240)

60Hz: 30fps (640 x 480, 640 x 360, 320 x 240)

50Hz: 25fps (1280 x 720, 640 x 360, 352 x 288)

60Hz: 30fps (1280 x 720, 640 x 360, 352 x 240)

BLC/3D DNR/HLC

Rotate mode , saturation, brightness, contrast, sharpness, AGC, and white balanc
adjustable byclient software or web browser

Target Cropping Yes
Day/Night Switch Day/Night/Auto/Schedule/Triggered by alarm u$)
Network

Support Micro SD/SDHC/SDXC card (128G), local storage and NAS (NFS,SMBI/(
Network Storage

ANR

TCP/ I PCMPDPHTTP, HTTPS, FTP, DHCP, DV
Protocol s

UPnP, SMTP, SNMP, | GMP, 802.1X, Qo0S,

. Anfiicker, three streams , heart bemai,

Gener al Functi ) )

pixelrcodnTe | istening
API ONVI F (PROFILE S, PROFILE G, PROFILE

Password protection, complicated pas:
Security (EARS 1-LEAPEVDBAR water mar k, I P addr e

aut hentication for HTTP/HTTPS, WSSE
Simultaneous L Up to 6 channel s

User/ Host Up to 32 users, 3 levels: administra-
Client i VM2 O00-CoHNhk eGe,ntHiak
Plugequired live view: | E8 +
Web Browser Plug free live view: Chr2ome 57. 0+,
Local Service: Chrome 41.0+, Firefox
Interface
Audio ¢S) 1 input (line in/mic.in), 1 output (line out), terminal block, mono sound
Communication Interface 1 RJ45 10M/100M seHidaptive Ethernet port
Alarm ¢S) 1 input, 1 output (max. 12 VDC, 30 mA), terminal block
Onboard storage Built-in micro SD/SDHC/SDXC slot, up to 128 GB
Reset Button Yes

Audio (-S)

Audio Compression G. 711/ G. 722.1/ G. 726/ MP2L2/ PCM/ MP3
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64Kbps(G. 711)/ 16Kbps(@@92XdpE)/MPEKIp d
320Kbps( MP3)

Audio Bit Rate

Environment Noise Filtering Yes
Audio Sampling Rate 8kHz/16 kHz/32 kHz/44.1 kHz/48 kHz
General
Operating Conditions -30°C to +60 CL2 F to +140 F), humidity 95% or less (rammdensing)
32 Il anguages
English, Russian, Estoni an, Bul gari a
Web Client Lani French, Polish, Dutch, DRomritsuhg u eSswee,di S
Finnish, Croati an, Sl oveni an, Serbia
Vietnamese, Japanese, Latvian, Lithu
Power Supply 12 VvDC £ 25 %, ® 5.5 mm coaxi al power
Power Consumption and Curren 12 VDC, 0.5A, max. 6W; PoE (802.3¥,® 57V), 0.2A to 0.1A, max. 7.5W
Protection Level IP67, IK10
Material Metal
Dimensions Camera: & 111 x 82.4 mm (% 4.4" x 3.
Package: 134 x 134 x 108 mm (5.3" x 5.3" x 4.3")
Weight Camera: Approx. 610 g (1.3 Ib.)

With Package: Approx. 820 g (1.8 Ib.)

Available Model
DS2CD3143G0(2.8/4/6 mm), DRCD3143GIS (2.8/4/6 mm)

Typical Application

Hi kvi sion products are cl assi fcioegd oisntomm tplkermrdeorimawneles
description to choose for your wusing environment.

This mod@PEGIABI GTOPROTECTI ON.

Level Description

Tolpevel proHi kvision products at this | evel arceorerqou
protection iasppl inuastti.onfTyspdemdr i os incl ud
and mor e.

Moderate prHi kvision products at this |l evel -aorr @giu
demands. Typical applicati on skdédnamreitoes si
away from coastlines, as wel/l as areas a

No specificHi kvision products at this |l evel acereqs

protection is needed.



Dimension
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Accessory

DS-1259Z)

Inclined Ceiling Mount
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DS-1280ZJ-DM18

Junction Box

DS-12727J)-110
Wall Mount

Corner Mount
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Wall Mount + Junction Box
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Vertical Pole Mount
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Unit: mm(inch)

DS-12717)-110

Pendant Mount
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DS-12502)
Rain-proof Cap
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Distributed by

-

HIKVISION

Headquarters

No.555 Qianmo Road, Binjiang District,

Hangzhou 310051, China
T +86-571-8807-5998

overseasbusiness@hikvision.com

Hikvision USA
T +1-909-895-0400
sales.usa@bhikvision.com

Hikvision Australia
T +61-2-8599-4233
salesau@hikvision.com

Hikvision India
T +91-22-28469300

sales@pramahikvision.com

Hikvision Canada
T +1-866-200-6690
sales.canada@bhikvision.com

Hikvision Thailand
T +662-275-9948
sales.thailand@hikvision.com

Hikvision Europe
T +31-23-5542770
sales.eu@hikvision.com

Hikvision Italy
T +39-0438-6902

info.it@bhikvision.com

Hikvision Brazil
T +5511 3318-0050
Latam.support@hikvision.com

Hikvision Turkey
T +90 (216521 7070- 7074
sales.tr@bhikvision.com

Hikvision Malaysia
T +601-7652-2413
sales.my@hikvision.com

Hikvision UK 8 Ireland
T +01628-902140
sales.uk@hikvision.com

Hikvision South Africa
Tel: +27 (10) 0351172
sale.africa@hikvision.com

Hikvision France
T +33(0)1-85-330-450

info.fr@hikvision.com

Hikvision Kazakhstan
T +7-727-9730667
nikia.panfilov@hikvision.ru

Hikvision Vietnam
T +84-974270888
sales.vt@bhikvision.com

© Hikvision Digital Technology Co., Ltd. 2019 | Data subject to change without notice |

Hikvision UAE
T +971-4-4432090
salesme@hikvision.com

Hikvision Singapore
T +65-6684-4718
sg@hikvision.com

Hikvision Spain
T +34-91-737-16-55
info.es@hikvision.com

Hikvision Tashkent
T +99-87-1238-9438

uzb@bhikvision.ru

Hikvision Hong Kong
T +852-2151-1761

info.nk@hikvision.com

Hikvision Russia
T +7-495-669-67-99
saleru@hikvision.com

Hikvision Korea
T +82-(0)31-731-8817
sales.korea@hikvision.com

Hikvision Poland
T +48-22-460-01-50
info.pl@hikvision.com

Hikvision Indonesia
T +62-21-2933759

Sales.Indonesia@hikvision.com

Hikvision Colombia
sales.colombia@hikvision.com

05060020211129



